
10
mm

TURBO 
SEGMENT

Please note: Before using any cutting, grinding or drilling tool you should always consult your machine 
manufacturers hand book to establish the consumable tools suitability for the machine being used.  
Always wear the correct safety clothing and accessories before you commence using the equipment.

www.adpdiamex.co.uk   |   sales@adpdiamex.co.uk   |   01208 269898

PRODUCT DATA SHEETA11DP-CT

The HARD CONCRETE / CLAY blade is recommended for the contractor 
cutting a wide range of non abrasive building products. This product 
delivers an excellent speed of cut incorporating a clean, unchipped finish

CLAY TILES • BRICK • HARD CONCRETE

10MM SEGMENT HEIGHT
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PRODUCT CODE DIA. (mm) DIA. (in) SEG. WIDTH (mm) BORE SIZE (mm)

A11DP310CT 115 4.5 2.4 22.23

A11DP410CT 125 5 2.4 22.23

A11DP510CT 180 7 2.4 22.23

A11DP610CT 230 9 3.2 22.23

A11DP710CT 300 12 3.2 20.00

A11DP710CT25 300 12 3.2 25.40

A11DP810CT 350 14 3.2 25.40

A11DP810CT/20 350 14 3.2 20.00

PORCELAIN

HARD MARBLE

MARBLE TILES

CERAMIC TILES

DUCTILE IRON

GRANITE

CLASS A ENGINEERING BRICK

CLAY PAVIOURS

CLAY PIPES VITRIFIED

CLAY ROOF TILES

QUARRY TILES

NON ABRASIVE INDIAN SANDSTONE

HARD FACING BRICK

MEDIUM FACING BRICK

HARD SLATE

RIVER GRAVEL AGGREGATE CONCRETE

FLINT AGGREGATE CONCRETE

REINFORCED CONCRETE

CONCRETE KERBS

CONCRETE SLABS

REINFORCED LINTELS

HARD LIMESTONE

LIMESTONE AGGREGATE CONCRETE

CONCRETE PAVIOURS

SOFT FACING BRICK

CONCRETE BLOCKS OVER 15KN

HARD SANDSTONE

SOFT SLATE

MEDIUM SANDSTONE

CONCRETE ROOF TILES

CONCRETE WITH MED SHARP SANDSTONE

COARSE SANDSTONE

BREEZE BLOCK

SHALLOW CONCRETE SCREED

ASPHALT OVER CONCRETE

CONCRETE BLOCK UNDER 15KN

GREEN CONCRETE

LIGNACITE BLOCKS

ASPHALT
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HARD CONCRETE / CLAY

DIAMOND BLADE

MM

10

USE ON
DISC CUTTERS

USE ON
ANGLE GRINDERS

USE ON
BENCH SAWS

CAN BE USED
WET OR DRY

CONTINUOUS CASTELLATED TURBO RIM

EN
13236

SAFETY
STANDARD

VENTILATED STEEL CENTRE

DIAMOND RANGE

10mm continuous 
castellated turbo rim.

Ventilated steel centre with 
reinforced flange


